INTRODUCTION

This manual provides a description and installation instructions for the ADC Pre-Terminated Rear Load Connector Module.

Revision History

<table>
<thead>
<tr>
<th>ISSUE</th>
<th>DATE</th>
<th>REASON FOR CHANGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>12/2008</td>
<td>Original</td>
</tr>
<tr>
<td>7</td>
<td>4/2009</td>
<td>Updated to show new product options (coil or spool). Procedures updated accordingly.</td>
</tr>
</tbody>
</table>
1 GENERAL DESCRIPTION

The Pre-Terminated Rear Load Connector Module, shown in Figure 1, is a 23-inch rack-mount panel equipped with adapters and connectors and pre-terminated in the factory to a multi-fiber cable of customer-selected length. The connector module is available with 72, 96, or 144 termination positions. In a typical application, the stub end of the cable, terminated on the rear side of the connector bulkhead, is routed to a fiber entrance facility or active equipment tie panel. Patch cords installed on the front side of the connector bulkhead provide an optical pathway to fiber optic terminal equipment.

The cross-connect module is designed to be installed in an unequal flange rack. It has cable management attached to the rear side of the module. For this reason, if it is installed on an ADC frame, the frame must be of the rear load type, which is intended for eight modules, each with individual sections of rear cable management. The module cannot be mounted on an ADC front load frame; a front load frame has a single-section, entire-rack cable management structure. If the module is installed on a non-ADC rack, a cable management kit (accessory) is required.

The pre-terminated module is shipped in either of two forms. If the cable stub is 31 meters or less in length, the cable is coiled on top of the module and shipped as shown in Figure 2. If the cable stub is more than 31 meters in length, the cable is wound around a spool and the module is shipped within a “hat box” container on top of the spool, as shown in Figure 3.
Figure 1. Main Components of Pre-Terminated Rear Load Connector Module
Figure 2. Rear Load Connector Module With Coil

Figure 3. Rear Load Connector Module With Spool
2 INSTALLING A MODULE SHIPPED WITH COILED CABLE

If the connector module is shipped with a coil of cable on top of it, as shown in Figure 2 on Page 4, use the following procedure to install the module:

1. Place the shipment box near the FDF where the connector module is to be installed.

   Note: Take care to avoid excess strain on the cable clamp when unraveling the cable.

2. Unwind the cable from the top of the module, being careful to keep twists away from the cable clamp. Unravel the entire cable, extending it down and back a nearby protected aisle or open area.

3. Route the cable overhead or underfloor into the cable tray system per local practice.

4. Lift the module out of the shipping box.

5. Align the mounting holes of the connector module with the threaded mounting holes in the frame, as shown in Figure 4.

![Figure 4. Installing Connector Module on Frame (Cable Not Shown)](23403-A)
6. Secure the module to the frame using 12-24 mounting screws and #12 washers provided.
7. Finish routing the cable and secure it overhead or underfloor within the cable tray system per local practice.

3 INSTALLING A MODULE SHIPPED WITH A SPOOL

If the module is shipped within a “hat box” container on top of the spool, use the following procedure to install the module:

1. Move the shipment container internally to the installation location, and place it on the floor near the frame that the module will be installed on.
2. Take off the external packing.
3. Remove the four screws at the base of the spool as shown in Figure 5.
4. Unwind the IFC cable in a counterclockwise direction off the spool, as shown in Figure 5. As the cable is unwound, route it overhead or underfloor into the cable tray system per local practice.
5. Unscrew the four wingnuts on the top of hat box and remove the hat box cover by lifting it straight up, as shown in Figure 6.
6. Lift the connector module out of the hat box.

![Figure 5. Removing Base Screws and Unwinding Cable](image-url)
7. Align the mounting holes of the connector module with the threaded mounting holes in the frame, as shown in Figure 4 on Page 5.

8. Secure the module to the frame using 12-24 mounting screws and #12 washers -provided.

9. Finish routing the cable and secure it overhead or underfloor within the cable tray system per local practice.

Figure 6. Extracting Connector Module from Hatbox
4 CUSTOMER INFORMATION AND ASSISTANCE

PHONE:

U.S.A. or CANADA
Sales: 1-800-366-3891
Extension 73000
Technical Assistance: 1-800-366-3891
Connectivity Extension: 73475
Wireless Extension: 73476

EUROPE
Sales Administration: +32-2-712-65 00
Technical Assistance: +32-2-712-65 42

EUROPEAN TOLL FREE NUMBERS
Germany: 0180 2232923
UK: 0800 960236
Spain: 900 983291
France: 0800 914032
Italy: 0800 782374

ASIA/PACIFIC
Sales Administration: 65-6294-9948
Technical Assistance: 65-6393-0739

ELSEWHERE
Sales Administration: +1-952-917-3000
Technical Assistance: +1-952-917-3475

WRITE:

ADC Telecommunications (S’PORE) PTE, LTD;
100 Beach Road, #16-01, Shaw Towers.
Singapore 189702.

ADC Telecommunications, INC
PO Box 1101,
Minneapolis, MN 55440-1101, USA

ADC European Customer Service, INC
Belgicastraat 2,
1930 Zaventem, Belgium

PRODUCT INFORMATION AND TECHNICAL ASSISTANCE:

connectivity.tac@adc.com
wireless.tac@adc.com
euro.tac@adc.com
asiapacific.tac@adc.com

REPRINTS:

PDF copies of manuals are available
for downloading at the following link:

www.adc.com/manuals

ADCP Number: 90-164

Contents herein are current as of the date of publication. ADC reserves the right to change the contents without prior notice. In no event shall ADC be liable for any damages resulting from loss of data, loss of use, or loss of profits and ADC further disclaims any and all liability for indirect, incidental, special, consequential or other similar damages. This disclaimer of liability applies to all products, publications and services during and after the warranty period.