Aug.1.2020 Copyright 2020 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

] 2 3 5 6 \ 7 \ 8
3,67 + 0.2 [5 > RECOMMENDED REFLOW TEMPERATURE PROFILE
USING LEAD-FREE SOLDER PASTE.
1.4 £0.08 )
> ‘ <4 e e
PICK AND PLACE AREA: 0.5 m F-—-—————— - — —
iE : o
SN o wrFF------——-——-——-=
B | |
m@g%@m s . |
e ) — — ‘ \ \
Sl H (0. 365 ) \ | ~ 5150 | o |
a = = 5| | L |
- 2100 |- | - |
______ \ \ \ \
B \ \ \ \
| \ \ \ \
0.32 £0.05 || 2.26 £ 0.15 ‘ ‘ ‘ ‘
&hr \ | |
L | | || |
@ E‘ 0 (60 SECONDS) 90~120 SECONDS ‘ ‘ MAX 60 SECONDS e (SECCNJS)
<HHHHF ENGAGEMENT FIGURE (20:1) | | PEHNDGTDE  SOOGING TIE
\L> o> REFLOW METHOD:IR REFLOW

NOTE 1 . ALL LEAD CO-PLANARITY SHALL BE 0.08mm MAX.
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NUMBER OF REFLOW CYCLES:2 CYCLES MAX.
TOREFLOW TIME
OURATION ABOVE 220°C, 60 SEC MAX.
(PEAK TEMPERATURE:250C MAXD
OPRE-HEAT TIME
PRE-HEAT TEMPERATURECMIN):150C
PRE-HEAT TEMPERATURECMAXD:180C
PRE-HEAT TIME:90-120 SEC.

[5>> THIS TEMPERATURE PROFILE IS PER THE CONDITIONS SHOWN ABOVE.

ORECOMMENDED PCB LAYOUT ORECOMMENDED METAL MASK DIMENSIONS ADDISIONAL FACTORS. SUCH AS SOLDER PASTE TYPE. PCB SIZE AND
CLAND PATTERND METAL MASK THICKNESS : 80 in @ OTHER MOUNTED COMPONENTS COULD AFFECT THE PROFILE, THEREFORE,
) 06 4+ 0.2 2 05 4 002 W A THOROUGH EVALUATION OF MOUNTING COONDITION IS REQUIRED
‘ . ' . C\ PRIOR TO PRODUCTION. TEPERATURE IS MEASURED AT CONTACT LEAD.
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EMBOSSED CARRIER TAPE PACKAGING (5:1) STYLE AND DIMENSION OF REEL CFREED

.%;, L0124 04 4+ . H C-C 51
{” : PART NO._LABEL 4
= Q‘}/
2§ ’ Ci; o <=—
D . : o
== 1.5 SPROCKET
° i HOLE_FAR SIDE B
- NFE :
™~ ) \ ok =

| 0.2 £ 0.1 13,5 £0.5
% 0,065 £0.1% 17.5+1
DIRECTION OF UNREELIN

—> O/9 E-E C FREE)

B-8 (5:1) [13>REINFORCEMENT COLLAR TAPE AND REEL POCKET
@ TAPING
C0.91) %@
D (1010 ATL OF PART NO. LABEL
REFAE XX kXXX DATA OF MANUFACTURED
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