Panasonic inoustry Power Inductors
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Packaging Methods (Taping)

® Embossed Carrier Tape Dimensions in mm (not to scale)
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Py Tabe running direction >
Series A B W E F Py P, Po @Dg ty t
PCC-M0530M 3.3
PCC-M0540M 56 | 61 4.3
PCC-MO630M 71 6.6 16.0 7.5 12.0 04 33
PCC-M0645M 175 20 | a0 15 5.0
PCC-M0754M/M0750M 81 7.6 : : : : 6.0
PCC-M0854M/M0850M 9.1 8.6 :
PCC-M1054M/M1050M
10.65 | 11.75 | 24.0 11.5 | 16.0 0.5 | 6.35
PCC-M1050ML/M1060ML
® Taping Reel Dimensions in mm (not to scale)
£ Serise A B C oD E W
C PCC-M0530M/M0540M
ﬂ JdF D B . PCC-M0630M/M0645M 17.5
Nt PCC-M0754M/M0750M '
Q N]v) PCC-M0854M/M0850M 330 | 100 | 13 21 2
NN1E PCC-M1054M/M1050M -
PCC-M1050ML/M1060ML '
A
Component Placement (Taping)
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MO0854M/M0850M g F DT R M1050ML/M1060ML .DB .DB 5 .DB
Terminal ;‘

Standard Packing Quantity/Reel

Serise Part No. Minimum Quantity/ Packing Unit Quantity per reel

PCC-M0530M ETQP3MOOOYFP

PCC-M0540M ETQP4AMOOOYFP 2,000 pcs / box (2 reel) 1,000 pcs
PCC-M0630M ETQP3MOOOYFN

PCC-M0645M ETQP4AMOOOYFN

PCC-M0754M ETQPSMOOOYFM

PCC-M0750M ETQP5MOOOYGM

PCC-M0854M ETQP5MOOOYFK

PCC-M0850M ETQP5MOOOYGK 1,000 pcs / box (2 reel) 500 pcs
PCC-M1054M ETQP5MOOOYFC

PCC-M1050M ETQP5MOOOYGC

PCC-M1050ML ETQP5MOOOYLC

PCC-M1060ML ETQP6MOOOYLC

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately.

1-Feb-20



Panasonic nousry Power Inductors

Packaging Methods (Taping)

® Embossed Carrier Tape Dimensions in mm (not to scale)
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Series A B W E F Pl P2 PO QDO t]_ tz
PCC-M0854MS 9.1 8.6 16.0 7.5 | 12.0 0.4 | 6.0
1.7 2. 4, 1.
PCC-M1050MS 10.65|11.75 24.0 > 11.5 16.0 0 0 > 0.5 6.35
® Taping Reel Dimensions in mm (not to scale)
A 1D
rel o= B
Q - oD Standard Reel Dimensions
I~ Series A B C oD E W
- W PCC-M0854MS 17.5
A PCC-M1050MS 330 100 13 2l 2 554
Component Placement (Taping)
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Terminal Ll
Standard Packing Quantity/Reel
Serise Part No. Minimum Quantity/ Packing Unit Quantity per reel
PCC-M0854MS ETQP5SMOOOYSK
PCC-M1050MS  ETQP5MOOOYSC 1,000 pcs / box (2 reel) 200 pcs

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately.

1-Feb-20



Panasonic noustry Power Inductors

Packaging Methods (Taping)

® Embossed Carrier Tape Dimensions in mm (not to scale)
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® Component Placement (Taping)
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Tape running direction
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® Taping Reel Dimensions in mm (not to scale)
E
0D
= - o
Q R gD
N\L_W Standard Reel Dimensions
Serise A B C oD E W
A PCC-M1280MF 330 (100) 13 21 2 33.5

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 1-Feb-20



Panasonic nousmy Power Inductors

Packaging Methods (Taping)

® Embossed Carrier Tape Dimensions in mm (not to scale)
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P, Tape running direction |
Series A B W E F Py P, Po 2Dg t t
PCC-M0530M-LP 5.6 6.1 16 1.75 7.5 8 2 4 1.5 0.3 3.3
PCC-M0630M-LP 6.5 7.1 16 1.75 7.5 8 2 4 1.5 0.3 3.3
PCC-M0840M-LP 8.63 9.1 16 1.75 7.5 12 2 4 1.5 0.4 6.0
PCC-M1040M-LP 10.65 | 11.75 24 1.75 | 11.5 16 2 4 1.5 0.5 6.35

® Taping Reel Dimensions in mm (not to scale)

Series A B C @D E W
PCC-MO530M-LP
PCC-MO630M-LP 17.5
pCC-Mos4oM-Lp 230 (100) 1321 2
PCC-M1040M-LP 255
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Terminal

Standard Packing Quantity/Reel

Series Part No. Minimum Quantity / Packing Unit Quantity per reel
PCC-M0O530M-LP | ETQP3MOOLCIKVP
4,000 b 2 I 2,000
PCC-M0630M-LP | ETQP3MCICICIKVN pcs / box (2 reel) pes
PCC-M0840M-LP | ETQP4MLIILIKVK
Q 1,000 pcs / box (2 reel) 500 pcs

PCC-M1040M-LP | ETQPAMIIOICIKVC

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 1-Feb-20



Panasonic nousmry Power Inductors

Packaging Methods (Taping)
® Embossed Carrier Tape Dimensions in mm (not to scale)
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‘ P1 Tape running direction ‘
Series A B W E F Pl P2 PO QDO t]_ tz
PCC-M0648M-LE 6.6 7.1 16 | 1.75 7.5 12 2 4 1.5 0.4 5.0
PCC-M0748M-LE 7.6 8.1 16 | 1.75 7.5 12 2 4 1.5 0.4 6.0

® Taping Reel Dimensions in mm (not to scale)

E Series A B C @D E W
Tc PCC-M0648M-LE
ﬁ' X D - @ pcc-Mo74gM-Le S50 (100) 132l 2 175
Q 1 LD
MW

Component Placement (Taping)
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Terminal

Standard Packing Quantity/Reel

Serise Part No. Minimum Quantity/ Packing Unit Quantity per reel
PCC-M0648M-LE = ETQP4MIICICIKFN
1,000 b 2 reel 500
PCC-M0748M-LE  ETQPAMCICICIKFM pes / box (2 reel) pes

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 2-Jul-20



Panasonic noustry Power Inductors

Packaging Methods (Taping)

® Embossed Carrier Tape Dimensions in mm (not to scale)
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‘ P1 Tape running direction ‘

Series A B W E F Py P, PO QDO ty [}
PCC-M0530M-H 5.6 6.1 16 1.75 | 7.5 12 2 4 1.5 0.4 3.3
PCC-M0630M-H 7.1 6.6 16 1.75| 7.5 12 2 4 1.5 0.4 3.3

® Taping Reel Dimensions in mm (not to scale)
E Series A B C oD E W
C PCC-M0530M-H

P 1 1 21 2 17.
ﬁ D 41 o pcC-Mo630M-H -0 (100) 13 >
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Component Placement (Taping)
Series PCC-M0530M-H SeriesPCC-M0630M-H
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r !
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[m! \LDB = |CH ml ED'] O
i Terminal
Standard Packing Quantity/Reel
Serise Part No. Minimum Quantity/ Packing Unit Quantity per reel
PCC-M0530M-H ETQP3MOCICIHFP
2 2 | 1
PCC-M0630M-H  ETQP3MCICICIHFN /000 pes / box (2 reel) /000 pes

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

Should a safety concern arise regarding this product, please be sure to contact us immediately. 1-Feb-20



Panasonic inoustry Power Inductors

Packaging Methods (Tray)

® Blister Tray (mm) 60 pcs
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® Blister Tray Dimention
Part No. A B C D E F G
ETQPDH240DTV 152 262 23 14.8 15.1 19 18

Component Placement (Tra

erminal

Standard Packing Quantity/Tray

Part No. Quantity
ETQPDH240DTV 600 pcs /10 Tray (60 pcs / 1 Tray )

e —————————————————
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 01 Feb. 2020
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